
 
 
July 22, 2024 
 
TO:  ALL BID DOCUMENT HOLDERS OF RECORD  
 
FROM: Gary Elias, Construction Coordinator 
 
SUBJECT: ADDENDUM NO. 2 TO BID DOCUMENTS FOR PACE EDUCATION CENTER 

PORTABLE RELOCATION, BID NUMBER 24/25-07 
 
This Addendum forms a part of the bid documents for the project identified above. All remaining 
portions of the bid documents not specifically mentioned or otherwise revised by this Addendum 
remain in full force and effect. Only those firms whose representative(s) were present at the 
Mandatory Pre-Bid Meeting may submit a bid. 
 
The bid documents are modified as set forth below:  
 

1. Responses to questions received from proposers concerning these bid documents are 
included herein as EXHIBIT I. 
 

Failure to acknowledge this addendum in the bid forms will subject the bidder to 
disqualification.  

 
Sincerely, 
 
Gary Elias 
Construction Coordinator  
 



EXHIBIT I 
 

1. Q. Please confirm Strom drain system is to be install per Sheet C-600 Drawing attached. 
More specifically is the storm drain part of the modular/utility scope or the asphalt 
scope?  

A.  No, the storm drain is not part of the modular scope. This has been removed per the 
attached drawing. 

Q. What is the project time completion, we could not locate it in the bid documents. 

A. October 31, 2024 

Q. Project documents do not provide the existing fire alarm system manufacturer or 
model number. Please confirm the fire alarm system manufacturer & model number. Please 
also confirm if the existing fire alarm system includes voice evacuation capabilities to ensure 
the proper cabling is provided for recabling of existing devices. 

A. Installation Contractor shall be an authorized Gamewell (FCI) Distributor for E3 Series 
Fire Alarm Control Panel and Honeywell Elite Partner. Programming of the system shall be 
performed by Gamewell’s authorized Distributor who is trained and certified for the 
equipment proposed on this project and install the software required to provide the specified 
functions. Gamewell-FCI equipment is the District standard. No substitutions will be 
accepted. 

Q. Existing Fire alarm equipment in existing Relos. Project drawing (FA101). Drawing 
FA101 plan note 1 indicates existing fire alarm equipment is existing to remain. Please 
confirm if an existing power supply / Evac amplifier is present at the existing portables, or if 
the existing devices are to be ran to the existing FACP located in bldg. A. 

A. Yes, existing horns/strobes will remain. No, need to install new HPF-PS6/10 power 
supply for new portables.  No, Evac amplifiers is not present in existing portables, we will be 
tying into E Building for the SLC circuit (See attaches site map/layout). Relocate existing 
outside horns accordingly.  

Q. Per page FA101 SCWCE is to reconnect the existing Fire Alarm devices in the 
portables to the mainFACP. Please provide the location of the closest FA Panel. 

A. See attached sheet FA101 

Q. Electrical site plan E001 plan note 2. States the following: existing underground 
pathway to be used. Install fiber between MDF & ID-P. Please confirm the fiber cabling type 
and strand count to be provided. Please also provide the fiber connectivity required at the 
IDF & MDF locations. 



A. Please see attached Network Standards for low voltage specs for fiber and data (fiber 
connector type SC). 

Q. Please confirm the district standard for Fiber is 12 strand Single Mode with LC 
Connectors. 

A. Fiber is 12 strand Single Mode with SC Connectors. 

Q. Per page E101 SCWCE is to provide a new IDF Cabinet for the new portables, can 
you please provide the Manufacturer/ Model # for procurement. 

A. See attached cut sheet for the cabinet. Color to be: IH32 Munsell Light Beige Smooth 
Semi-Gloss. 

Q. Per page FA101 there are no Fire Alarm devices shown in the new restroom building. 
Please verify that there will be no new devices needed in the Restrooms. 

A. There are devices in the toilet building. See the attached fire alarm sheet FA101 

Q. Under Summary of Work 1.04 who is responsible for all items in A-D as these are 
district owned buildings? 

A. Correct in terms of buildings. The contractor will be responsible to share documents 
for work performed with the District. 

Q. Under Summary of Work 1.05 who is responsible for the site evaluation since the 
project is split?  Will there be a PM or a Prime to perform this site evaluation? 

A. Site grading and asphalt elevations are to be provided by the asphalt contractor. 
District will be providing construction management services. 

Q. Under Summary of Work 1.06 F will the district be responsible for this fence? 

A. Contractor is responsible for the new chain link fencing and gates. See spec section 
provided. 

Q. Restroom Building: Is the connection single point or does it require a plumbing tree? 

A. Single point 
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Indoor Selectable-
Output Speaker 
Strobes and Dual 
Voltage Evacuation 
Speakers for Ceiling 
Applications
System Sensor L-Series selectable-output speaker strobes 

and dual-voltage evacuation speakers can reduce ground 

faults and enable faster installation with lower current draw 

and modern aesthetics.

Features

•	 Plug-in design and protective cover reduce ground faults

•	 �Universal mounting plate with an onboard shorting spring tests 
wiring continuity before installation

•	 No extension ring required

•	 �Field selectable candela settings on ceiling units: 
15, 30, 75, 95, 115, 150, and 177

•	 �Automatic selection of 12- or 24-volt operation 
at 15 and 30 candela

•	 �Rotary switch simplifies field selection of speaker voltage (25 	
and 70.7 Vrms) and power settings (¼, ½, 1 and 2 watts)

•	 Speakers offer high fidelity and high volume sound output

•	   520 Hz capable with compatible FACP

•	 Compatible with System Sensor synchronization protocol

•	 Electrical compatibility with existing SpectrAlert and SpectrAlert 
	 Advance products

•	 Tamper-resistant construction

•	 Updated modern aesthetics

System Sensor L-Series of speakers and speaker strobes 
reduce costly ground faults using a plug-in design and universal 
mounting plate that allow the installer to pre-wire mounting plates, 
dress the wires, and confirm wiring continuity before plugging in the 
speakers. In addition, a protective plastic cover  prevents nicked 
wires by covering exposed speaker components. 

These devices also enable faster installations by providing instant 
feedback to ensure that wiring is properly connected, rotary switches 
to select voltage and power settings, and 7 field-selectable candela 
settings for both wall and ceiling speaker strobes.

The low total harmonic distortion of the SP speaker offers high fidelity 
sound output while still offering high volume sound output for use in 
high ambient noise applications.

L-Series makes installation easy
• �Attach a universal mounting plate to a 4 × 4 × 21⁄8 inch back box . 

Flush-mount applications do not require an extension ring.
• �Connect the notification appliance circuit or speaker wiring to the 

terminals on the mounting plate.
• �Attach the speaker or speaker strobe to the mounting plate by 

inserting the product tabs into the mounting plate grooves. Hinge 
the device into position to lock the product pins into the mounting 
plate terminals. The device will temporarily hold in place with a 
catch until it is secured with a captured mounting screw.Agency Listings

7320-1653:0505S4048 FM approved except  
for ALERT models 

3057493



L-Series Speaker and Speaker Strobe Specifications
Architectural/Engineering Specifications

General
L-Series speaker and speaker strobes shall mount to a 4 × 4 × 21⁄8-inch back box. A universal mounting plate shall be used for mounting 
ceiling and wall products. The notification appliance circuit and amplifier wiring shall terminate at the universal mounting plate. Also, L-Series 
speaker strobes, when used with the Sync•Circuit™ Module accessory, shall be powered from a non-coded notification appliance circuit 
output and shall operate on a nominal 12 or 24 volts. When used with the Sync•Circuit Module, 12-volt rated notification appliance circuit 
outputs shall operate between 8.5 and 17.5 volts; 24-volt rated notification appliance circuit outputs shall operate between 16.5 and 33 volts. 
Indoor L-Series products shall operate between 32°F and 120°F from a regulated DC, or full-wave rectified, unfiltered power supply. Speaker 
strobes shall have field-selectable candela settings including 15, 30, 75, 95, 115, 150, 177.

Speaker
The speaker shall be a System Sensor L-Series model _______ dual-voltage transformer speaker capable of operating at 25.0 or 70.7 nominal 
Vrms. It should be listed to UL 1480 and shall be approved for fire protective service. The speaker shall have a frequency range of 400 to 
4,000 Hz and shall have an operating temperature between 32°F and 120°F. The speaker shall have power taps and voltage that are selected 
by rotary switches.

Speaker Strobe combination
The speaker strobe shall be a System Sensor L-Series model __________ listed to UL1480 and UL 1971 and be approved for fire protective 
signaling systems. The speaker shall be capable of operating at 25.0 or 70.7 nominal Vrms selected via rotary switch, and shall have a 
frequency range of 400 to 4,000 Hz. The speaker shall have power taps that are selected by rotary switch. The strobe shall comply with the 
NFPA 72 requirements for visible signaling appliances, flashing at 1 Hz over the strobe’s entire operating voltage range. The strobe light shall 
consist of a xenon flash tube and associated lens/reflector system.

Synchronization Module
The module shall be a System Sensor Sync•Circuit model MDL3 listed to UL 464 and shall be approved for fire protective service. The module 
shall synchronize SpectrAlert strobes at 1 Hz. The module shall mount to a 411⁄16 × 411⁄16 × 21⁄8-inch back box. The module shall also 
control two Style Y (class B) circuits or one Style Z (class A) circuit. The module shall synchronize multiple zones. Daisy chaining two or more 
synchronization modules together will synchronize all the zones they control. The module shall not operate on a coded power supply.

Physical Specifications

Operating Temperature 32°F to 120°F (0°C to 49°C)
Humidity Range 10 to 93% non-condensing
Dimensions, Ceiling-Mount Diameter Depth

SPC Speaker 6.8 in, 173 mm 1.0 in, 25 mm
With Surface Mount Back Box 6.9 in, 176 mm 3.5 in, 89 mm
SPSC Speaker Strobe 6.8 in, 173 mm 2.8 in, 73 mm
With Surface Mount Back Box 6.9 in, 176 mm 5.37 in, 136 mm
Electrical/Operating Specifications

Nominal Voltage (speakers) 25 Volts or 70.7 Volts (nominal)
Maximum Supervisory Voltage (speakers) 50 VDC
Strobe Flash Rate 1 flash per second
Nominal Voltage (strobes) Regulated 12 VDC or regulated 24 VDC/FWR 1,2

Operating Voltage Range (includes fire 
alarm panels with built in sync)

8 to 17.5 V (12 V nominal) or 16 to 33 V (24 V nominal)

Operating Voltage with MDL3 Sync Module 8.5 to 17.5 V (12 V nominal) or 16.5 to 33 V (24 V nominal)
Frequency Range 400 to 4,000 Hz3

Power ¼, ½, 1, 2 watts
1. Full Wave Rectified (FWR) voltage is a non-regulated, time-varying power source that is used on some power supply and panel outputs.
2. Strobe products will operate at 12 V nominal only for 15 and 30 cd.
3. 520Hz capable with compatible FACP.



UL Current Draw Data
UL Max. Strobe Current Draw (mA RMS)

Candela

8 to 17.5 Volts 16 to 33 Volts

DC DC FWR

15 87 41 60
30 153 63 86
75 NA 111 142
95 NA 134 164
115 NA 158 191
150 NA 189 228
177 NA 226 264

Ceiling-Mount Speaker Sound Output
Setting UL Reverberant (dBA @10 ft) UL Anechoic (dBA @10 ft)
1/4 W 79 79
1/2 W 82 82
1 W 85 85
2 W 88 88

Ceiling-Mount Speaker Strobe Sound Output
Setting UL Reverberant (dBA @10 ft) UL Anechoic (dBA @10 ft)
1/4 W 77 77
1/2 W 80 80
1 W 83 83
2 W 86 86

L-Series Dimensions

Ceiling Speaker 

Ceiling Speaker Strobe



3825 Ohio Avenue • St. Charles, IL 60174 
Phone: 800-SENSOR2 • Fax: 630-377-6495

www.systemsensor.com

©2017 System Sensor.
Product specifications subject to change without notice. Visit systemsensor.com 

for current product information, including the latest version of this data sheet.
AVDS86601 • 03/17

L-Series Ordering Information
Ceiling Mount
White Red Description
SPCWL SPCRL Speaker only
SPSCWL SPSCRL Speaker Strobe
SPSCWL-P — Plain, Speaker Strobe
SPSCWL-SP — Fuego, Speaker Strobe
SPSCWL-CLR-ALERT — Alert, Speaker Strobe, Clear Lens
Accessories
White Red Description
SBBCWL SBBCRL Universal Ceiling Surface Mount Back Box
TRC-2W TRC-2 Universal Ceiling Trim Ring

Surface Mounting

Ceiling Speaker with Surface Mount Back Box Ceiling Speaker Strobe with Surface Mount Back Box
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LISTING No. 7320-1653:0505 Page 1 of 2

CATEGORY: 7320 -- SPEAKERS

LISTEE: System Sensor, Unincorporated Div of Honeywell Int'l Inc.3825 Ohio Ave, St. Charles, IL  

60174

Contact: Megan Sisson (630) 762-5362 Fax (203) 484-7309

Email: megan.sisson@honeywell.com

DESIGN: System Sensor Indoor Models: 

SPRL and SPWL Wall Speakers;

SPCRL and SPCWL Ceiling Speakers; 

SPSRL, SPSWL, SPSRL-P, SPSRL-SP, SPSWL-P, SPSWL-ALERT and 

SPSWL-CLR-ALERT Wall Speaker Stobes;

SPSCRL, SPSCWL, SPSCWL-P, SPSCWL-SP and SPSCWL-CLR-ALERT Ceiling Speaker 

Strobes.

Wall Bezel Parts:

BZSPR-P, BZSPR-AL, BZSPR-EV, BZSPR-AG, BZSPR-PG, BZSPR-F and BZSPR-SP, 

BZSPW-P, BZSPW-AL, BZSPW-EV, BZSPW-AG, BZSPW-PG, BZSPW-F and 

BZSPW-SP, 

Ceiling Bezel Parts:

BZSPRC-P, BZSPRC-AL, BZSPRC-EV, BZSPRC-AG, BZSPRC-PG, BZSPRC-F and 

BZSPRC-SP, 

BZSPWC-P, BZSPWC-AL, BZSPWC-EV, BZSPWC-AG, BZSPWC-PG, BZSPWC-F and 

BZSPWC-SP, 

WallTrim Rings for Speaker Strobes:

TR2 and TR2W

CeilingTrim Rings for Speaker Strobes:

TRC2  and TRC2W.

Wall Surface Mounted Back Boxes:

SBBSPRL and SBBSPWL,

Ceiling Surface Mounted Back Boxes:

SBBCRL and SBBCWL

Refer to listee's data sheet for detailed product description and operational considerations. 

02-27-17 gt

July 01, 2019Date Issued: Listing Expires June 30, 2020

Authorized By:

Fire Engineering Division

This listing is based upon technical data submitted by the applicant.  CSFM Fire Engineering staff has reviewed 

the test results and/or other data but does not make an independent verification of any claims. This listing is not 

an endorsement or recommendation of the item listed. This listing should not be used to verify correct 

operational requirements or installation criteria.  Refer to listee’s data sheet, installation instructions and/or other 

 

DAVID CASTILLO, Program Coordinator

LErbe
Highlight

LErbe
Highlight

LErbe
Highlight



Listing No.

Page 2 of 2

7320-1653:0505

RATING: 25 or 70.7 VAC, 1/4, 1/2, 1, 2 Watt outputs.

Regulated 12 VDC and 24 VDC/FWR is for 2-wire strobe portion.

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes & 

ordinances and in a manner acceptable to the authority having jurisdiction. 

MARKING: Listee's name, model number, electrical rating, and UL label.

APPROVAL:  Listed as speakers and speaker-strobes when used with separately listed compatible fire 

alarm control units. Suitable for indoor use, dry and damp environments. *Listed with 

software code, S05-0048-001 for low temperature compensation.  Authority having 

jurisdiction should be consulted prior to installation. Refer to listee’s Installation Instruction 

Manual for details.

02-27-17 gt

July 01, 2019Date Issued: Listing Expires June 30, 2020

Authorized By:

Fire Engineering Division

This listing is based upon technical data submitted by the applicant.  CSFM Fire Engineering staff has reviewed 

the test results and/or other data but does not make an independent verification of any claims. This listing is not 

an endorsement or recommendation of the item listed. This listing should not be used to verify correct 

operational requirements or installation criteria.  Refer to listee’s data sheet, installation instructions and/or other 

 

DAVID CASTILLO, Program Coordinator



Agency Listings

7125-1653:0504  
7135-1653:0503  

S5512 
S4011

FM approved except  
for ALERT models 
3057383, 3057072
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Features
•	 Updated Modern Aesthetics

•	 Small profile devices for Horns and Horn Strobes

•	 Plug-in design with minimal intrusion into the back box

•	 Tamper-resistant construction

•	 �Automatic selection of 12- or 24-volt operation at 15 and 30 
candela

•	 �Field-selectable candela settings on wall units: 
15, 30, 75, 95, 110, 135, and 185

•	 Horn rated at 88+ dBA at 16 volts

•	 Rotary switch for horn tone and two volume selections

•	 Mounting plate for all standard and all compact wall units

•	 �Mounting plate shorting spring checks wiring continuity before 
device installation

•	 Electrically compatible with legacy SpectrAlert and SpectrAlert 
	 Advance devices

•	 Compatible with MDL3 sync module

•	 Strobes and Horn Strobes listed for wall mounting only

•	 Horns listed for wall or ceiling use

The System Sensor L-Series offers the most versatile and 
easy-to-use line of horns, strobes, and horn strobes in the industry 
with lower current draws and modern aesthetics. With white and red 
plastic housings, standard and compact devices, and plain, FIRE, 
and FUEGO-printed devices, System Sensor L-Series can 
meet virtually any application requirement.

The L-Series line of wall-mount horns, strobes, and horn strobes 
include a variety of features that increase their application versatility 
while simplifying installation. All devices feature plug-in designs 
with minimal intrusion into the back box, making installations fast 
and foolproof while virtually eliminating costly and time-consuming 
ground faults. 

To further simplify installation and protect devices from construction 
damage, the L-Series utilizes a universal mounting plate for all 
models with an onboard shorting spring, so installers can test wiring 
continuity before the device is installed.

Installers can also easily adapt devices to a suit a wide range 
of application requirements using field-selectable candela settings, 
automatic selection of 12- or 24-volt operation, and a rotary switch 
for horn tones with two volume selections.

Indoor Selectable-
Output Horns, 
Strobes, and
Horn Strobes for
Wall Applications

System Sensor L-Series audible visible notification 

products are rich with features guaranteed to cut 

installation times and maximize profits with lower 

current draw and modern aesthetics.
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L-Series Specifications
Architect/Engineer Specifications
General
L-Series standard horns, strobes, and horn strobes shall mount to a standard 2 x 4 x 17/8-inch back box, 4 × 4 × 1½-inch back box, 4-inch 
octagon back box, or double-gang back box. L-Series compact products shall mount to a single-gang 2 × 4 × 17⁄8-inch back box. A universal 
mounting plate shall be used for mounting ceiling and wall products for all standard models and a separate universal mounting plate shall be 
used for mounting wall compact models. The notification appliance circuit wiring shall terminate at the universal mounting plate. Also, L-Series 
products, when used with the Sync•Circuit™ Module accessory, shall be powered from a non-coded notification appliance circuit output 
and shall operate on a nominal 12 or 24 volts. When used with the Sync•Circuit Module, 12-volt-rated notification appliance circuit outputs 
shall operate between 8.5 and 17.5 volts; 24-volt-rated notification appliance circuit outputs shall operate between 16.5 and 33 volts. Indoor 
L-Series products shall operate between 32 and 120 degrees Fahrenheit from a regulated DC or full-wave rectified unfiltered power supply. 
Strobes and horn strobes shall have field-selectable candela settings including 15, 30, 75, 95, 110, 135, and 185.

Strobe
The strobe shall be a System Sensor L-Series Model _______ listed to UL 1971 and shall be approved for fire protective service. The strobe 
shall be wired as a primary-signaling notification appliance and comply with the Americans with Disabilities Act requirements for visible 
signaling appliances, flashing at 1 Hz over the strobe’s entire operating voltage range. The strobe light shall consist of a xenon flash tube and 
associated lens/reflector system.

Horn Strobe Combination
The horn strobe shall be a System Sensor L-Series Model _______ listed to UL 1971 and UL 464 and shall be approved for fire protective 
service. The horn strobe shall be wired as a primary-signaling notification appliance and comply with the Americans with Disabilities Act 
requirements for visible signaling appliances, flashing at 1 Hz over the strobe’s entire operating voltage range. The strobe light shall consist 
of a xenon flash tube and associated lens/reflector system. The horn shall have two audibility options and an option to switch between a 
temporal three pattern and a non-temporal (continuous) pattern. These options are set by a multiple position switch. The horn on horn strobe 
models shall operate on a coded or non-coded power supply.

Synchronization Module
The module shall be a System Sensor Sync•Circuit model MDL3 listed to UL 464 and shall be approved for fire protective service. The 
module shall synchronize Strobes at 1 Hz and horns at temporal three. Also, while operating the strobes, the module shall silence the horns 
on horn strobe models over a single pair of wires. The module shall mount to a 411/16  × 411/16  × 21/8-inch back box. The module shall also 
control two Style Y (class B) circuits or one Style Z (class A) circuit. The module shall synchronize multiple zones. Daisy chaining two or more 
synchronization modules together will synchronize all the zones they control. The module shall not operate on a coded power supply.

Physical/Electrical Specifications
Standard Operating Temperature 32°F to 120°F (0°C to 49°C)
Humidity Range 10 to 93% non-condensing
Strobe Flash Rate 1 flash per second
Nominal Voltage Regulated 12 DC or regulated 24 DC/FWR1

Operating Voltage Range2 8 to 17.5 V (12 V nominal) or 16 to 33 V (24 V nominal)
Operating Voltage Range MDL3 Sync Module 8.5 to 17.5 V (12 V nominal) or 16.5 to 33 V (24 V nominal)
Input Terminal Wire Gauge 12 to 18 AWG
Wall-Mount Dimensions (including lens) 5.6˝ L × 4.7˝ W × 1.91˝ D (143 mm L × 119 mm W × 49 mm D)
Compact Wall-Mount Dimensions (including lens) 5.26” L x 3.46” W x 1.91” D (133 mm L x 88 mm W x 49 mm D)
Horn Dimensions 5.6˝ L × 4.7˝ W × 1.25˝ D (143 mm L × 119 mm W × 32 mm D)
Compact Horn Dimensions 5.25” L x 3.45” W x 1.25” D (133 mm L x 88 mm W x 32 mm D)
1. �Full Wave Rectified (FWR) voltage is a non-regulated, time-varying power source that is used on some power supply and panel outputs.
2. Strobe products will operate at 12 V nominal only for 15 cd and 30 cd.
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Horn and Horn Strobe Output (dBA)

Switch 
Position Sound Pattern dB

8–17.5 
Volts

16–33
Volts

DC DC FWR
1 Temporal High 84 89 89
2 Temporal Low 75 83 83
3 Non-Temporal High 85 90 90
4 Non-Temporal Low 76 84 84
5 3.1 KHz Temporal High 83 88 88
6 3.1 KHz Temporal Low 76 82 82
7 3.1 KHz Non-Temporal High 84 89 89
8 3.1 KHz Non-Temporal Low 77 83 83
9* Coded High 85 90 90
10* 3.1 KHz Coded High 84 89 89
* Settings 9 and 10 are not available on 2-wire horn strobes. Temporal coding must 
be provided by the NAC. If the NAC voltage is held constant, the horn output remains 
constantly on. 

UL Max. Strobe Current Draw (mA RMS)

Candela
8–17.5 Volts 16–33 Volts
DC DC FWR

Candela 
Range

15 88 43 60
30 143 63 83
75 N/A 107 136
95 N/A 121 155
110 N/A 148 179
135 N/A 172 209
185 N/A 222 257

UL Max. Current Draw (mA RMS), Wall Horn Strobe, Candela Range (15–185 cd)

DC Input

8–17.5 Volts 16–33 Volts

15cd 30cd 15cd 30cd 75cd 95cd 110cd 135cd 185cd
Temporal High 98 158 54 74 121 142 162 196 245
Temporal Low 93 154 44 65 111 133 157 184 235
Non-Temporal High 106 166 73 94 139 160 182 211 262
Non-Temportal Low 93 156 51 71 119 139 162 190 239
3.1K Temporal High 93 156 53 73 119 140 164 190 242
3.1K Temporal Low 91 154 45 66 112 133 160 185 235
3.1K Non-Temporal High 99 162 69 90 135 157 175 208 261
3.1K Non-Temporal Low 93 156 52 72 119 138 162 192 242

FWR Input
16–33 Volts
15cd 30cd 75cd 95cd 110cd 135cd 185cd

Temporal High 83 107 156 177 198 234 287
Temporal Low 68 91 145 165 185 223 271
Non-Temporal High 111 135 185 207 230 264 316
Non-Temportal Low 79 104 157 175 197 235 283
3.1K Temporal High 81 105 155 177 196 234 284
3.1K Temporal Low 68 90 145 166 186 222 276
3.1K Non-Temporal High 104 131 177 204 230 264 326
3.1K Non-Temporal Low 77 102 156 177 199 234 291

UL Max. Horn Current Draw (mA RMS)

Sound Pattern dB
8–17.5 Volts 16–33 Volts
DC DC FWR

Temporal High 39 44 54
Temporal Low 28 32 54
Non-Temporal High 43 47 54
Non-Temporal Low 29 32 54
3.1 KHz Temporal High 39 41 54
3.1 KHz Temporal Low 29 32 54
3.1 KHz Non-Temporal High 42 43 54
3.1 KHz Non-Temporal Low 28 29 54
Coded High 43 47 54
3.1 KHz Coded High 42 43 54

UL Current Draw Data

Horn Tones and Sound Output Data
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