
 
 
January 28, 2025 
 
TO:  ALL BID DOCUMENT HOLDERS OF RECORD  
 
FROM: Gary Elias, Facilities Construction Coordinator 
 
SUBJECT: ADDENDUM NO. 1 TO BID DOCUMENTS FOR PACE EDUCATION CENTER 

FENCING PROJECT, BID NUMBER 24/25-17 
 
This Addendum forms a part of the bid documents for the project identified above. All remaining 
portions of the bid documents not specifically mentioned or otherwise revised by this Addendum 
remain in full force and effect. Only those firms whose representative(s) were present at the 
Mandatory Pre-Bid Meeting may submit a bid. 
 
The bid documents are modified as set forth below:  
 

 
1. Update the Project Manual, Bid Form (Page 8), 2. Allowance(s). Updated Scope of Work.  

 
2. Responses to questions received from proposers concerning these bid documents are 

included herein as EXHIBIT I. 
 

 
Failure to acknowledge this addendum in the bid forms will subject the bidder to 
disqualification.  

 
Sincerely, 
 
Gary Elias 
Facilities Construction Coordinator  
 



EXHIBIT I 
 
 1. Q. For safety concerns the 14ft high fence should have larger posts and footings if 

windscreen / slats are proposed for this fence.  

 14ft high fence with 2-3/8” post 10’ O.C. with 90% blockage will not withstand 30 mph 
winds. Even if we only install windscreen on the 8ft of the fence, it fails at 50 mph winds. 

 For the safety of the students and staff, installing the fence with new posts and footings is 
necessary. Sleeving the existing posts will not solve this issue as your footing size is still 
approximately 12” wide x 30” deep.  

      I used my resources and ran a wind calculator for both the 10ft and 14ft high fence  

 For a 14ft high fence with 90% blockage made to withstand 100 mph winds which is the 
minimum we recommend using 6-5/8” sch 40 posts on 8’ centers with 30” x 54” footings  

 For the 8’ privacy screen we recommend 4” sch 40 posts on 8’ centers with 16” x 42” 
footings  

 Please verify with the district this information and evaluate what you guys want us to bid 
for this part of the job.  

A. Existing footings are replaced with new 36” footings Please refer to footing detail in 
Addendum #1. 

 

 2. Q. Can we please get a spec of what windscreen or slats you want us to install? 

     A.   Privacy Link preinstalled slats or equal. Please refer to cutsheet in addendum #1. 

 

 3. Q. Please provide specs and drawing details for the new chain link fence, including 
footings.  

 [This should include the terminal posts, line posts, top/mid/bottom rails for the 6’ high 
fence we are reusing, the 8ft high that is getting raised, and the 14’ high chain link fence.] 

A. Please see fencing and gate district standard. 

 

 4. Q. Do we have to reinstall the hog panels on the new fence?  



 A. No, you do not reinstall the hog panels. 

 

 5. Q. Where repairing the asphalt can we use cold patch asphalt? If hot is required, please 
provide specs. 

 A. Cold patch asphalt is acceptable. 

 6. Q. Confirm that any existing post footings are to be completely removed. Unless they are 
in asphalt or a concrete slab, those will be cut to grade and filled with nonshrink grout. 

 A.  Remove any footings from grass/dirt areas, existing post in concrete/asphalt are to be cut 
to grade and filled with concrete. 

7. Q. For the 8ft high chain link fence that is to become 12’ high, are we setting larger posts?  

 For a 12ft high fence with 90% blockage made to withstand 100 mph winds which is the 
minimum we recommend using 6-5/8” sch 40 posts on 8’ centers with 24” x 54” footings  

 Please verify with the district this information and evaluate what you guys want us to bid for 
this part of the job.  

 A. Per exhibit A scope of work, 8ft fence is to be raised to 10ft. No, the existing 24” footings 
are to remain. 

8. Q. The existing 8ft high fence does not have a middle rail, but the 12ft high chain link does, 
are we to add a middle rail to match? 

 A. Yes, a middle rail is to be added to match existing. 

9.  Q. At the front of the campus between the pillars, please provide a detail on how the posts 
are to be installed.  

 Ex. are we to flange plate the post, core drill into the cement slab, or bolt it to the pillars. 

  A. New post are to be core drilled into concrete slab. 

10. Q.  For the slide gate in front of the office parking lot one of them slides open on top of a 
concrete mow curb. This causes there to be about a 10 inch gap between the bottom 
rail and the grade when the gate is fully closed. Can you please verify that such gap is 
approved or provide us with an alternative?  

 A. Fencing to match existing layout. 10” gap is approved. 



11. Q. Can you please specify precisely where the fence will be placed?  

 A. Please see Exhibit A scope of work. 

12. Q. How many gates will be installed around the perimeter of this fence section and what are 
their opening size? 

 A. Two sets of double 4ft wide walk-thru gates. Please see Exhibit A Scope of work. 

 

13. Q. On the job walk, it was mentioned that the fence line would go over a concrete sidewalk 
are we going to need a walk gate placed there?  

 A. The fence line will not go over the concrete sidewalk, Please see Exhibit A scope of work 
for gate placement. 

14. Q. Do we have to provide a porta potty or are we allowed to use the staff restroom on 
campus? 

 A. Contractor will be responsible to provide their own porta-potty. 

 

15. Q. Confirm that we must include GPR in their bid to avoid hitting underground lines. 

 A. Yes, contractor is to provide GRP. 

 

16. Q. Confirm that the district will remove and relocate any conflicting sprinkler systems at no 
cost to the General Contractor. 

A. Yes, district will relocate irrigation at no cost to contractor.  

 

17. Q. Confirm that any removal of existing post footings is to be removed completely. 
Unless the footing is in asphalt or a concrete slab, then the footings will be cut to grade and 
filled with nonshrink grout. 

A. Existing post footings in grass/dirt areas are to be removed completely, footings in 
concrete/asphalt are to be cut to grade and filled with concrete. 

 



18. Q. Where posts are to be painted, please spec out the primer and paint required 

A. Prep and sand, Sherwin Williams Pro Industrial Pro-Cryl Primer, Two coats of Aristoshield 
70 high gloss black for fence. 
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BID FORM  

DOWNEY UNIFIED SCHOOL DISTRICT 

PROJECT: Pace Education Center Fencing (“Project” or “Contract”) 

1. Bid.  Contractor will perform the Work defined in the Contract Documents and fully understands the scope of Work
required in this bid and accepts in full payment for that Work the following total lump sum amount, all taxes included:

TOTAL BID:            $ _____________________________________________ 

NOTE: IF THERE ARE ALLOWANCES IDENTIFIED IN THIS BID FORM, DO NOT INCLUDE ANY 
ALLOWANCE(S) AMOUNTS IN THESE BID AMOUNTS. 

ADD ALTERNATE NO. 1: $ _____________________________________________ 

2. Allowance(s): The Bidder’s Base Bid shall NOT include the following potential Allowance(s). The District will add some
or all of the following Allowance(s) amount(s) to the successful bidder’s Contract, at the District’s discretion. Contractor
shall be permitted to inovoice for Work under an Allowance in the identical structure as a Change Order.

ALLOWANCE:                $ 20,000.00 

3. Work.  Contractor has reviewed the Work outlined in the Contract Documents and fully understands the scope of Work
required in this bid, understands the construction and project management function(s) described in the Contract
Documents.

4. Schedule.  Contractor agrees to commence work under this Contract on the date established in the Contract
Documents and to complete all Work within the time specified in the Contract Documents.

5. Subcontractors.  Contractor shall provide the following for each subcontractor that will perform work or labor or
render service in or about the construction of the Work or improvement in an amount in excess of one-half of 1
percent (0.5%) of the Contractor's total bid.  Use extra sheets/extra space as needed.  The District may, in its sole
discretion, find Contractor’s Bid non-responsive if Contractor fails to include all the information identified below.

6. 
Subcontractor Name: Portion of Work (Scope): Location of Business: CSLB No.: 

DIR No.: 

Subcontractor Name: Portion of Work (Scope): Location of Business: CSLB No.: 

DIR No.: 

Subcontractor Name: Portion of Work (Scope): Location of Business: CSLB No.: 

DIR No.: 

Subcontractor Name: Portion of Work (Scope): Location of Business: CSLB No.: 

DIR No.: 

7. Bid Bond.  Contractor shall provide with its bid a certified or cashier's check or bidder's bond for an amount not less
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than ten percent (10%) of the bid amount.  The certified or cashier's check or bid bond shall be made payable to the 
order of the District.  If a bid bond accompanies the bid/proposal, the bond shall be secured by an admitted surety 
company, licensed in the State of California, satisfactory to the District and in the form attached hereto.  The certified 
or cashier's check or bond shall be given as a guarantee that Contractor will enter into the Contract if awarded the 
Work, and in the case of refusal or failure to enter into the Contract, the District shall have the right to award to 
another bidder.  If Contractor fails or refuses to timely enter into the Contract, the District reserves the right to declare 
the bid bond forfeited and to pursue all other remedies in law or equity relating to such breach including, but not 
limited to, seeking recovery of damages for breach of contract.  Failure to provide bid security, or bid security in the 
proper amount, will result in rejection of the bid. 

 
8. Noncollusion Declaration.  Contractor shall provide with its bid the Noncollusion Declaration in the form attached 

hereto. 
 

9. License.  Contractor certifies that it is, at the time of bidding, and shall be throughout the period of the Contract, 
licensed by the State of California to do the type of Work required under the terms of the Contract Documents.  
Contractor further certifies that it is regularly engaged in the general class and type of work called for in the Contract 
Documents. 

 
10. Prevailing Wages.  Pursuant to sections 1770 et seq. of the California Labor Code, Contractor and all Subcontractors 

under the Contractor shall pay all workers on all work performed pursuant to the Contract not less than the general 
prevailing rate of per diem wages and the general prevailing rate for holiday and overtime work as determined by the 
Director of the State of California Department of Industrial Relations (“DIR”) for the type of work performed and the 
locality in which the work is to be performed within the boundaries of the District.  Copies of the general prevailing 
rates of per diem wages for each craft, classification, or type of worker needed to execute the Contract, as determined 
by the DIR are on file and available from the District at the District’s office or on the internet (http://www. dir.ca.gov). 
In addition, if awarded a contract, Contractor shall comply with Labor Code § 1777.5 pertaining to prevailing wage 
compensation to apprentices for preemployment activities.   

11. Contractor Registration. Contractor shall ensure that it and its Subcontractors comply with the registration and 
compliance monitoring provisions of Labor Code section 1771.4, including furnishing its Certified Payroll Reports 
(“CPR”) to the Labor Commissioner, and are registered pursuant to Labor Code section 1725.5.  Contractor and its 
subcontractors shall comply with Labor Code section 1725.5 to be qualified to bid, be listed in a bid or proposal, subject 
to the requirements of Section 4104 of the Public Contract Code or engage in the performance of the Contract.   
 

12. Bid Protests.  Any bid protest by any Contractor regarding any other bid on this Project must be submitted in writing to 
the District to Annie Aung, aaung@dusd.net, at before 5:00 P.M. of the SECOND (2ND) business day following the date 
of bid opening, or the Contractor waives its right to protest. The protest must contain a complete statement of any and 
all bases for the protest and the Contractor must concurrently transmit a copy of the protest to all other bidders that 
appear to have a reasonable prospect of receiving an award depending upon the outcome of the protest. 

 
13. Addenda.  Receipt and acceptance of the following addenda is hereby acknowledged. 

 
No.:  ________ Date:  __________________ 
No.:  ________ Date:  __________________ 
No.:  ________ Date:  __________________ 
No.:  ________ Date:  __________________ 
No.:  ________ Date:  __________________ 

 
 

 
 
 

 
 
14. CONTRACT FORM.  DISTRICT’S CONTRACT FORM IS PART OF THE CONTRACT DOCUMENTS.  THE SCOPE OF THE 
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PROJECT IS AS DESCRIBED IN EXHIBIT A TO THE CONTRACT.  THE SUCCESSFUL CONTRACTOR SHALL, WITHIN SEVEN 
(7) CALENDAR DAYS OF NOTICE THAT IT HAS BEEN AWARDED THE CONTRACT, BE REQUIRED TO PROVIDE TO THE
DISTRICT: INSURANCE CERTIFICATIONS, BONDS, INSURANCE DOCUMENTS, CONSTRUCTION SCHEDULE,
SUBCONTRACTOR LIST AND ALL OTHER REQUIRED DOCUMENTATION AS INDICATED IN THE CONTRACT.

Contractor hereby certifies to the District that all representations, certifications, and statements made by Contractor, as set 
forth in this bid form, are true and correct and are made under penalty of perjury. 

Dated this  day of  20 

Signature  

Signed by (Print Name)   

Title of Person Signing  

Name of Bidder   

Address of Bidder  

Taxpayer's Identification No. of Bidder 

Telephone Number  

Fax Number  

E-mail   Web page 

Bidder’s DIR Registration No.: No.: 

Contractor's License No(s): No.:  Class:  Expiration Date: 

No.:  Class:  Expiration Date: 

Submittal of Bids.  District will receive sealed Bids from Bidders as indicated in the Notice to Bidders and each Bidder shall 
ensure that its Bid contains all documents as required herein.  Contractors must ensure the District receives its bid, sealed 
and marked with name and address of the Bidder, the Project name and number, the bid number and bid package (if 
applicable), and the date for opening bids. 
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EXHIBIT A 

 
SCOPE OF WORK 

 
The scope of work for the Project is as set forth below: 
 
Location: 9625 Van Ruiten St, Bellflower, CA 90706 
Work hours: After hours and weekends.  
 

PERIMETER FENCING 
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PERIMETER FENCING (cont.) 
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ADD ALTERNATE 
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CAMPUS FENCING 
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PLAYGROUND EQUIPMENT AND ASPHALT FENCING 
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FENCING STANDARDS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FENCING AND GATES  (INCLUDING F INISHES) 

A. Ornamental Fencing 

1. Fence: Ameristar Montage II ‘Genesis’ Style, or approved equal 

a. Pre-galvanized tubing for all post, pickets, and rails 
b. Pickets: 1" min. sq. tubing, 14-ga minimum wall thickness 
c. Rails: 1 3/4" min. sq. tubing with 12-ga. minimum wall thickness, with 

pre-punched holes to receive pickets 
d. Fence posts: 3" sq. tubing with 12-ga. minimum wall thickness 
e. Finish:  

(1) Minimum 2 mil finish thickness electrodeposition coating 
consisting of multi-stage pretreatment/wash (with zinc 
phosphate), followed by an epoxy primer and acrylic topcoat.  

(2) Color: Black 

f. Finials: square end – no finial  

2. Rolling Gates:  Ameristar PassPort II ‘Genesis’ Style Steel Rolling Gate 
System, or approved equal: 

a. Pre-galvanized tubing for all post, pickets, and rails 
b. Welded frame construction, with pickets face-welded to frame 
c. Pickets: 1" min. sq. tubing, 14-ga minimum wall thickness 
d. Rails:  

(1) Bottom rail 2” x 4” x 11 ga. minimum thickness  
(2) Other rails: 2” square x 12 ga. minimum thickness 

e. Gate posts: Minimum 4” square by 11 ga.  
f. Gate hardware: 

(1) District to provide chain and padlock 
(2) No latch required  

g. Gate safety stops: Provide welded steel tabs at bottom track and top 
of gate at trailing end of gate to prevent gate from rolling past roller 
guide posts. Tab at bottom track shall stop trailing caster; tab at top of 
gate shall provide a secondary stop to prevent passage through rollers. 

h. Finish:  

(1) Minimum 2 mil finish thickness electrodeposition coating 
consisting of multi-stage pretreatment/wash (with zinc 
phosphate), followed by an epoxy primer and acrylic topcoat.  

(2) Color: Black 

i. Finials: square end – no finial  

3. Swing Gates:  Same as fence, except as follows: 

a. Welded frame construction, with pickets face-welded to frame 
b. Frame:  

(1) 1.75” x 14ga double channel rail,  
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